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SOT-23 Plastic-Encapsulate MOSFETS 
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Parameter Symbol Test Condition Min Typ Max Unit

Off characteristics 

Drain-source breakdown voltage V(BR)DSS VGS = 0V, ID =-250ÕA -30 V 

Zero gate voltage drain current IDSS VDS =-24V,VGS = 0V -1 ÕA 

Gate-source leakage current IGSS VGS =Ñ12V, VDS = 0V Ñ100 nA 

On characteristics 

VGS =-10V, ID =-4.2A 50 65 mÝ

VGS =-4.5V, ID =-4A 60 75 mÝ
Drain-source on-resistance 

(note 1) 
RDS(on) 

VGS =-2.5V,ID=-1A 75 90 mÝ

Forward tranconductance (note 1) gFS VDS =-5V, ID =-5A 7 S 

Gate threshold voltage VGS(th) VDS =VGS, ID =-250ÕA -0.6        -0.9  -1.3 V 

Dynamic characteristics  (note 2) 

Input capacitance Ciss 954 pF 

Output capacitance Coss 115 pF 

Reverse transfer capacitance Crss

VDS =-15V,VGS =0V,f =1MHz 

77 pF 

Switching characteristics  (note 2) 

Turn-on delay time td(on) 6.3 ns 

Turn-on rise time tr 3.2 ns 

Turn-off delay time td(off) 38.2 ns 

Turn-off fall Time tf

VGS=-10V,VDS=-15V, 

RL=3.6ɋ,RGEN=6ɋ 

12 ns 

Drain-source diode characteristics and maximum ratings 

Diode forward voltage (note 1) SD
 V  SI =-1A,VGS=0V -1 V 

Note :
1. Pulse Test : Pulse widthÒ300Õs, duty cycleÒ2%.

2. These parameters have no way to verify.

 
MOSFET  ELECTRICAL CHARACTERISTICS aT =25  unless otherwise specified
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DISCLAIMER

● Before you use our Products, you are requested to carefully read this document and fully understand its

contents.  BLUECOLOUR shall not  be in any way responsible or  liable for failure,  malfunction or

accident arising from the use of any BLUECOLOUR's Products against warning, caution or note

contained in this document.

● All information contained in this document is current as of the issuing date and subject to change without

any prior notice. Before purchasing or using BLUECOLOUR's Products,please confirm the latest

information with a BLUECOLOUR sales representative.
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