
13

Testing Standard:
UL248-1  UL248-14

Operating  Temperature:
-55 ~+125℃ ℃

Materials:
Substrate:ceramic/glass cover
Termination:sliver over-plated with nickel and tin
Element:silver

12B0750B 750mA 125V .75 0.0053
12B1100B 1A 125V 1 0.0062

220.0V521A52.1B5211B21
125V 1.5 0.028

12B0500B 500mA 125V 0.5 0.0035
V521Am573B5730B21 0.0020

12B0250B 250mA 125V .25 0.0 011

12B1150B 1.5A

I n t e r r u p t i n g  R a t i n g :
50 Amperes a

t 1 2 5 V AC / D

C

P a c k a g i n g:A u t o m a t

o n  t a p e d  3 0 0 0 P C S  p e r  r e l l , 9 0 0 0 0 P C S  p e r  c a r t o n
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2 5 0 m A 1 .  A ~ 2 5 0 m A 1 .  A ~

1 0 0 % 2 5 0 %

4  h o u r s  M i n ( 4

5  s  M a x ( 5S M F u s ( F a s t - A c t i n g )   M a r ; i n gS o l d e r i n g  M e t h o d

: R

e f l o w  s o l d

e r i n g :     2

6 0 ℃ , 1 0 s  m a x C u r r e n t ( A ) E

Electrical CharacteristicsC a t a l o g  N o . B : 1 2 5 V T i m e - C u r r e n t  C h a r a c t e r i s t i c s


